FEB 09 1982 DA 58O :
: | , febecerr) Puatellic)
B | MATcRIAL SAFETY DATA SiEET

@JAJZ/@/{:QMWZ
Approved by U.S. Department of Labor “Essentially Similar” to Form OSHA-20)

APR 21 1980
Section | — IDENTIFICATION OF PRODUCT

pATE PRepaRep_ 4721-80

LEEDER CHEMICALS, INC. EMERGENCY TELEPHONE NO. 714 739-2821

INFORMATION TELEPHONE No. 213 583-9761

16961 Knott Avenue La Mirada, Ca. 90638
EET ADDRESS CITY, STATE and ZIP CODE

MANUFACTURER'S
YOUCT CLASS : CODE IDENTIFICATION 1291
\DENAME . 1291 Reducer

Section Il — HAZARDOUS INGREDIENTS

THRE VA
{REDIENT PERCENT oM SHOLD L'M'Tn:/:/ff LEL pRESZ%F;E
¢ .
ithylene Chloride 50 100 360 380.0 M.M.
'wrchloroethylene 50 100 670 : 15,8 M.M.
Section Il — PHYSICAL DATA .
ILING RANGE  105-250°F, VAPOR DENSITY: [ ?}EQL"/&?R 0 #EAHJ‘E\TR
. FASTER PERCENT VOLATILE WEIGHT
aporaion RATE: O TASTER o B SLOWER BY VOLUME: 100% PER GALLON: 12 Lbs.,

Section IV —FIRE AND EXPLOSION HAZARD DATA

lammability Classification Non-Flammable FLASHPOINT None LEL  N/A

XTINGUISHING MEDla ~ N/A

NUSUAL FIRE AND EXPLOSION HAZARDS ~ Low boiling material. Heating closed containers causes high pressure.
Generates toxic fumes on contact with flames.

PECIAL FIRE FIGHTING PROCEDURES
o

While Leeder Chemicails, Inc. belleves thal the dala contained herein are accurate and derived from quallfied sources the doto are notio be lokenos o
warranty of tepresentalion for which Rellance Universal assumes legal responsibility. They are offered solely for your consideralion, investigation and
varificolion. Any use of these data and information must be determined by tha userio be In accordance with applicoble Federal, Siale and local lows and

BOE-C6-0202961



| . . 1291 REDUCER

< | | - Sectionv-.;-iHEALTH'HAzARD‘DATA**

3 LIMIT VALUE: See Section II.

* OVEREXPOSURE:

£ Nai‘cosis, Nausea, Vomiting. . Eye, nose and throat irritation., Skin irritation from

prolonged or repeated contact.
wwic:Anaesthesia (central nervous system).

IcY AND FIRST AID PROCEDURES: Inhalation: Provide fresh air. Eyes and skin: Wash with plenty of
Get medical attention for eyes, Ingestion: Call physician. Induce vomiting if

t is conscious.

Section VI — REACTIVITY DATA

¥ OO unsTABLE  F] STABLE CONDITIONS TO AVOID:

ATABILITY {Materials to Avoid):  Oxidizers, Open Flame, Oxygen, Metal Powders.

OUS DECOMPOSITION PRODUCTS:  Generates toxic fumes on contact with open flame.

APOR 1OUS POLYMERIZATION. 7 MAYOCCUR { WILL NOT OCCUR
-SSURE
ONS TO AVOID:

.0 M.M. Section VIl — SPILL OR LEAK PROCEDURES

.8 M.M, O BETAKEN IN CASE MATERIALIS RELEASED OR SPILLED: Ventilate area. Allow material to evaporate.

DISPOSAL METHOD:  Dispose to approved site.

Section VIl — SPECIAL PROTECTION INFORMATION

IATORY PROTECTION:  None required if ventilation is adequate. 1In enclosed areas where air

aupply is limited, use self-contained breathing apparatus.

LATION:  Provide ventilation to keep vapor.concentration below OSHA requirements.

ECTIVE GLOVES: Solvent Resistant.
'ROTECTION: Safety Glasses.
R PROTECTIVE EQUIPMENT:  None required.

Section IX — SPECIAL PRECAUTIONS

AUTIONS TO BE TAKEN IN HANDLING AND STORING:  Store away from heat and direct sunlight. Do not use near

welding operations or open flames.

. STORAGE CATEGORY:
1re '

iR PRECAUTIONS: Do mnot take internally.
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